
Form 4802T, 09/06
Supersedes 4802T, 02/03

Pit Racks
For Passenger Cars and Light Trucks

� Designed for highly efficient four-wheel alignment, the PN is set
at a comfortable work height and provides plenty of space
around and under the vehicle to make service fast and easy.

� “Walk-around” pit layout saves time spent raising and lowering
a lift, making the PN ideal for high-volume shops.

� 212" (5385 mm) steel runways mount to your choice of pedestal
heights.  Choose from the standard 36" (914 mm) or optional
30" (762 mm) or 24" (610 mm), depending on pit depth.

� Ideal for shops with low ceiling height.

� 16,000-lb. (7258 kg) capacity and 22 1/2" (572 mm) runway width 
handle a wide range of vehicles, including dual-wheel pickups.

� Virtually unlimited wheelbase for two-wheel alignment and
general service.

� Clip-on work steps provide easy access to vehicle.

� Ideal for use with digital imaging alignment sensors.

66" deep center pit provides full
under-vehicle access.

Shown with optional swing air-jacks and stainless steel turnplates.

Model PN
Full Runway Passenger
Car and Light Truck
Pit Rack

Model PN
Full Runway Passenger
Car and Light Truck
Pit Rack
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Options for
Model PN Pit Rack

Site Requirements

Power Jack Kit* for Quick Lube Pits
Provide lifting capability at the pit for tire rotation, wheel balance and other services.
The kit includes two 4,500-lb. capacity power jacks, rail kit and toe guard.
133–65–1: Complete quick lube kit

133–66–1: Quick lube type jack only

20–1198–1: 20 ft. additional rail kit only

For site requirements, see 3899T

Swing Air-Jack, 133–62–1
8,000-lb. (3600-kg) Capacity

Power Jack, 133–63–1
4,500-lb. (2041-kg) Capacity

Because of continuing technological advances, specifications, models and
options are subject to change without notice.

Swing Air-Jack, 133–69–1
6,000-lb. (2700-kg) Capacity

Communications Interface Kit,
20–593–1

Stainless Steel Turnplate, 25–129–1
14", 356 mm (2 required)

0906BAP15M.14

Air Line Kit, 20–794–1
Provides an air source at the front and rear for
jacks and air tools.

For Model PN construction
blueprint, order 3607T

183"
(4648 mm)

Inside Pit Minimum
Recommended

Center Pit
63"– 66" Deep
(1600 mm –
1676 mm)

WORK AREA

188 1/2"
(4788 mm)

216 1/2"
(5499 mm)

85"
(2159 mm)

40" 
(1016 mm)

324"
(8230 mm)

Inside Pit Minimum Recommended

*Not for use with PN listed above.
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Walkaround

36" Deep
(914 mm)

or
30" Deep
(762 mm)

or
24" Deep
(610 mm)


