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Wear Detector Plates

For Hunter Alignment Lift Racks

Exclusive Air-Powereds“Tirnpl3tes” Let One
Technician Check Most Stee(in} Linkage and

Suspension Components Witl"ibwelp -

H unter's Wear Detector Plates surpass ordinary turnplates by
simulating road forces to simplify pre-alignment inspection of the
steering linkage and suspension components.

One technician can control the air-operated plates from under the
vehicle, and at the same time, observe the effect on most system
components.

There’s no need for a second technician - no conflict between
incurring twice the labor or not doing the job properly.

Hunter’s Wear Detector Plates cut labor time and get
the job done right.




Inspecting the Steering Linkage and
Suspension Gomponents Should Be Part
of Every Alignment.

Failing to locate worn or damaged steering and
suspension components affects alignment and
causes customer dissatisfaction.

Ball Joint specifications and detailed inspection
information included.

Quickly locating worn components missed during

pre-alignment inspection will generate significant Wear Detector Plates can be used with the WinAlign®
additional parts and labor income. vehicle inspection list covering suspension and steering
components.

Wear Detector Plates Can Be Ordered
With New Hunter Lift Racks or Installed
on Existing Ones.

Order 20-1248-1 for:
L421 Four Post Lift Rack, 14,000-Ib. capacity 1
L424 Four Post Lift Rack, 16,000-Ib. capacity '

Order 25-1249-1 for:
RM Parallelogram Lift Rack
Lift Rack, Single-Post Lift
Lift Rack, Twin-Post Lift

Order 20-1281-1 for:
RMHD Parallelogram Lift Rack, 16,000-Ib. capacity
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